
Thank you for using our products. Be careful when tightening the screws so that you do not damage the 
threads. Please apply a small amount of grease to the screws when installing or there is a chance of the 
screw breaking when it is over-tightened.

Aluminum Screw Set B  EX-RR/EX-2/LDT/NEXT
Instruction Manual

⑪ M2 -6
   Cap Screw

⑪ M2 -6
   Cap Screw

⑫ M2
   hexagon head bolt

Trigger

⑫ M2
   hexagon head bolt

⑥ M2.6 -8 ---------------------
⑧ M2.6 -22 ------------------
⑨ M2.6 -5 --------------------
　 Oval head (machine) Cap screw
⑩ M2.6 -8 --------------------
 　Oval head (machine) Cap screw
⑪ M2 -6 Cap Screw ----
⑫ M2 ---------------------------

⑥ M2.6 -8

⑧ M2.6 -22

⑧ M2.6 -22

KONDO KAGAKU Co., Ltd.
ADDRESS : 4-17-7 Higashi-Nippori, Arakawa-ku Tokyo Japan 116-0014 Japan
Service department
  E-mail: infow@kopropo.co.jp

Latest information can be accessed here. >> https://www.kopropo.co.jp/en/

Ver.1.01.

① M2.6 -24 ------------- x 5 : Case/Lock lever

hexagon head bolt

x 1
x 2
x 4

x 4

x 2
x 2

: Grip Case
: Throttle Unit
: Grip Plate

: Grip Plate ( large / LDT )

: Trigger
: Trigger

Grip Unit

<　Please check　>

Master Unit

Grip Unit

Master Unit

If you use the large grip / LDT, please use the ⑧ M2.6-8 
oval head (machine) Cap screw. If you use normal/expert 
grip, do not use this screw. Using the incorrect screw can 
damage the battery box and you may not be able to 
remove the battery case.

① M2.6 -24

① M2.6 -24

① M2.6 -24

① M2.6 -24 ① M2.6 -24

Please only use ⑥⑩  
for Expert Grip LDT.

Please only use ⑥⑩  
for Expert Grip LDT.

⑨ or ⑩

⑨ or ⑩--- For Normal Grip
--- For Large Grip / LDT⑩ M2.6 -8

Oval head (machine) Cap screw
Oval head (machine) Cap screw

⑨ M2.6 -5

※1. There are two types of grip plate screws.

CAUTION :

※1

※1


